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Телефоны Linksys могут рекомендоваться как наиболее удачные офисные телефоны.
Эти телефоны демонстрируют хорошее соотношение цена/качество, высокую надежность при частом использовании и наличие всех необходимых офисных функций.
Настройка всех телефонов линксис более или менее схожа.
Здесь показывается настройка телефона на примере модели SPA-941



Настройка Linksys SPA-941

1) Заходим в веб-интерфейс устройства. По умолчанию устройство находится в режиме DHCP клиент и получает адрес от роутера
2) Жмём admin login
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3) Переходим в меню Ext1 
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4) Вводим логин и пароль для авторизации на sip.alloincognito.ru
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5) Проверяем статус регистрации в меню info. 
[image: ]
image1.jpg




image2.png
technology, inc.

Info | system ‘ Wy

Sipura Telephone Configuration
v

A aginbase | advane
TRty Cal o

System Information
DHCP:

Host Name!

Current Netmask
Primary DNS:
Secondary DNS:

Product Information
Praduct Name
Software Version:
MAC Address!

Phane Status
Current Time!
Broadeast Pkts Sent;
Broadeast Pts Reov:
Broadcast Pkts Drapped:
RTP Packets Sent:

RTP Packets Recy!

SIP Messages Sent:

SIP Messages Recy:

Enabled
Sipuraspa
255.255.255.0
192.168.4.20

sPA-941
418
000E08D96766

4/22/2013 00:24:52
2

130495

0

24245

24464

2234

4426

Current P
Darmain:
Current Gateway

Serial Number;
Hardware Version:
Client Certificate

Elapsed Time:
Broadoast Bytes Sent
Broadoast Bytes Recy:
Broadeast Bytes Dropped:
RTP Bytes Sent

RTP Bytes Recy;

SIP Bytes Sent;

SIP Bytes Recy:

192.168.40.44
allo
192.168.40.1

4KMD01B03914
1.0.4(3825)
Installed

2 days and 23:55:53
684

10153851

0

3879200

3914240

1396059

1544306




image3.png
Info

Regional

Phane

Exc1

User Login_basic | advance

Fercona Drsctory

Call Fistor





image4.png
SIPURA

technology, inc. Sipura Telephone Configuration

Vs o 1 atmest
Info System‘SlP Regional | Phone| Ext 1 mz‘mr Farsonal Distery Lol Hitoy
eneral

ne Enable ves 2N/

AT Settings

AT Mapping Enable o = NAT Keep Alive Enable

Ip Settings

1 port sos0 1P Debug option

all Feature Settings

55236 Waiing DefaultRing f
aibox 1D

roxy and Registration

roxyi T alloconito.rs ) Register yes =l
ns Call Without Reg o

ubseriber Information

iplay Name So00000 User 10 So50000000
- Use uth 10 yes =1
1o sos0000000

udio Configuration
referred Codec:

oo Pref Codec Only:




image5.png
=ak 4 oakdiids
Registration State: Registered
Next Registration In; a5
Mapped SIP Port:

Last Registration At
Message Waiting:

4/22/2013 00:30:35
No




